e z' n I(o Air Filter, Regulator, Lubrication Units

Model: FRL Unit Series
Part Number: 756-212N / 56-833N / 56-705N

FRL-212N

FRL-833N

Air Unit, 1/4" NPT Port (FRL-212N)
Constitution Unit:

* Filter/Regulator: FR756

* Lubricator: L212N

Air Unit, 3/8" NPT Port (FRL-833N)
Constitution Unit:

* Filter/Regulator: FR833

* Lubricator: L833N

Air Unit, 1/2" NPT Port (FRL-705N)
Constitution Unit:
* Filter/Regulator: FR705

* Lubricator: L705N

FRL-705N
Specification: FRL-212N FRL-833N FRL-705N
Port Size (NPT) 1/4" 3/8" 1/2"
Filter Element (u) 20 5 5
Pressure Adjustment Range (psi) 7~228 7 ~215 7~ 215
Max. Input Pressure (psi) 290 250 250
Max. Flow (SCFM) 67.09 88.29 158.92
Operating Temperature Range (°F) 40° ~ 140° 40° ~ 140° 40° ~ 140°
Drain Capacity (in°) 0.92 4.88 4.88
Oil Capacity (in®) 1.83 7.63 9.15
Recommendable Lubricants ISO VG-32 ISO VG-32 ISO VG-32
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